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AMENDMENTS TO THE CLAIMS 

The following listing of claims replaces all prior listings, and all prior versions, 

of claims in the application. 

LISTING OF CLAIMS : 

1. (Currently Amended) An ultrasonic imaging apparatus comprising: 
an ultrasonic probe that receives and sends ultrasonic waves from/to an 

object; 

ultrasound image structuring means that generates an ultrasound image on 
the basis of a reflected echo signal received by the ultrasonic probe; 

elastic image structuring means that obtains a physica l qu a nt i ty strain or an 
elastic modulus of the elasticity of the object of a region corresponding to the 
ultrasound image on the basis of the reflected echo signal and generates a color 
elastic image; 

display means that overlays the ultrasound image to the color elastic image, 
or arranges the ultrasound image and the color elastic image and displays the 
resultant image on a screen; and 

setting i ftpu^means that variably sets a corresponding relationship between a 
hue of the color elastic image displayed on the screen and the level of a-pbysieai 
qu a n trty the strain or elastic modulus ^ 

whefein the color e last i c imag e is g e n e rated iR-a ccord a ne e- w i th a s e t phys i c al 
qua ntity of th e e lastic i ty and a set hue set by the input m ean s, so - t h at at le ast on e of 
r e g i ons having a la rg e r or a sm alle r phys i ca l quant i ty of th e ela st i c i ty than th e s e t 
physical qu a n t i ty of th e e last i c i ty is dis p lay e d w i th th e s e t hu e. 
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2. (Currently Amended) An ultrasonic imaging apparatus according to Claim 

1, wherein the corresponding relationship between the hue of the color elastic image 
and the level of a physical quant i ty the strain or elastic modulus set by the input 
setting means is displayed on the screen with a color bar. 

3. (Currently Amended) An ultrasonic imaging apparatus according to Claim 

2, wherein, with the color bar, a large physical quant i ty amount of the strain or the 
elastic modulus and a small physical q uan tity amount of the strain or the elastic 
modulus are displayed with different hues and the boundary between the hue having 
the large physica l aua nfitv- amount of the strain or the elastic modulus and the hue 
having the small phys i ca l quantity amount of the strain or the elastic modulus is 
displayed with another hue. 

4. (Currently Amended) An ultrasonic imaging apparatus according to Claim 

3, wherein the boundary between the hue having the large physical qu antity amount 
of the strain or the elastic modulus and the hue having the small physica l quant i ty 
amount of the strain or the elastic modulus is movably formed with the ififwt- setting 
means. 

5. (Currently Amended) An ultrasonic imaging apparatus according to Claim 
2, wherein a boundary region of the hue different from the hue of the periphery is 
s e ttab ll y settably formed at an arbitrary position of the color bar with the mpu^setting 
means. 



6. (Cancelled). 
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7. (Currently Amended) An ultrasonic imaging apparatus according to Claim 
1, wherein the color elastic image has a peripheral region including a setting value of 
the physica l quantity amount of the strain or the elastic modulus with the hue 
different from the hue of another region. 

8. (Currently Amended) An ultrasonic imaging apparatus according to Claim 
7, wherein the hue of the peripheral region has a tone in accordance with the level of 
the p hysi ca l quantitv amounl of the strain or the elastic modulus , 

9. (Currently Amended) An ultrasonic imaging apparatus according to 
Claim 1, wherein the elastic image structuring means comprises: 

a color conversion table that is rewritable and sets a relationship between the 
level of the physical quant i tv ^ amount of the strain or the elastic modulus and the 
color of the color elastic image; 

calculating means that a physical quantity- amount of the strain or the elastic 
modulus of the elasticity of the object of a region corresponding to the ultrasound 
image on the basis of the reflected echo signal and; and 

color image generating means that reads the color corresponding to the 
obtained phys i ca l q uaRtitv^ amount of the strain or the elastic modulus from the 
conversion table and generates a color elastic image indicating the distribution of 
physical quantities, and 

wherein the color conversion table is rewritten in accordance with an 
instruction input from the mpyt- setting means. 
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10. (Currently Amended) An ultrasonic imaging apparatus according to 
Claim 9, wherein the elastic image structuring means displays, on the screen of the 
display means, a color bar indicating a corresponding relationship between the level 
of the phys i ca l quant i ty amount of the strain or the elastic modulus and the hue of 
the color elastic image, set to the color conversion table, 

11. (Currently Amended} An ultrasonic imaging apparatus acc ording to 
c l a i m 1 comprising: 

an ultrasonic probe that receives and sends ultrasonic waves from/to an 

object; 

ultrasound image structuring means that generates an ultrasound image on 

the basis of a reflected echo signal received by the ultrasonic probe; 

elastic-image structuring means that obtains a strain or an elastic modulus of 

the object of a region corresponding to the ultrasound image on the basis of the 
reflected echo signal and generates a color elastic image; and 

display means that overlays the ultrasound image to the color elastic image, 
or arranges the ultrasound image and the color elastic image and displays the 
resultant image on a screen, 

wherein the phyr.i nnl qu a ntity is a str a in - op ^ n - e t astic mod utus- strain or the 
elastic modulus is calculated from the amount of motion of the tissue, and the display 
means displays a color bar indicating a correspondence between the hue of the color 
elastic image and the strain or the elastic modulus. 
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12. (Original) An ultrasonic imaging apparatus according to Claim 11, 
wherein a character indicating the assignment of the hardness of the color elastic 
image is displayed around the color bar. 

13, (New) An ultrasonic imaging apparatus according to Claim 1 } wherein the 
color elastic image is displayed alternatively a larger region or a smaller region than 
the setting strain or elastic modulus with a set hue. 



